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Technical Specifications

Headphone

 Driver Diameter: @ 50 mm / 1.97 in

* Frequency Response: 20-20,000 Hz

* Impedance: 32 Q

» Sensitivity: 97+3 dB (@ 1 kHz)

« Max. Input Power: 100 mW

« Cable Length: 2.4 m/7.9. ft

* Weight: 318 g/ 11.2 oz (including 2.4 m / 7.9 ft cable)

Microphone

* Pickup Pattern: Omnidirectional

« Type: Rotating boom

» Impedance: <2200 Q

» Sensitivity: -38 £3 dB

» Capsule Diameter: @ 6.0 x 2.8 mm

SMARTPHONE

GAMING HEADSET

PC GAMING
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Package Dimension
» 230 x 110 x 250 mm

EAN 4-710710-678661

« 3409 UPC| 7-9552296568-4

©2017 by AVERMEDIA TECHNOLOGIES, Inc. All right reserved. AVerMedia is a registered trademark of AVerMedia

Technologies, Inc. All other trademarks belong to their respective companies.

System Requirements

« PC (Windows® 7 or above) / Mac OS X / Xbox
One™ / PS4™

* 4-pole 3.5 mm audio jack or 3.5 mm headphone
and microphone jacks

What's in the box

AVerMedia SonicWave (GH335)
» Splitter cable

* Velour ear pads _—
Quick guide AerMedia
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AVerMedia

www.avermedia.com



